
AVAILABLE COLOURS:
• Itemno.: SR11-215-3 = black - 21.50 kg in bag

ADVANTAGES AND PROPERTIES:
• impact-resistant and flexible
• shortest curing times throughout the year
• easy to work with by hand
• absolutely frost and de-icing salt resistant
• very high wear and adhesion tensile strength
• adheres to many substrates
• even at -5°C, fully resilient after a very short time
• Factory calibrated – easy to use
• easy removal of partial quantities

APPLICATION EXAMPLES:
A versatile system, especially for:
• Repair of potholes, small areas, breakout areas
• Use as repair and base mortar
• Mortaring of transition structures and profiles
• Sealing of wider cracks and asphalt paver joints
• Construction of higher ramps and transitions
• Alternative to hot mix asphalt for small-area repairs

PRODUCT DESCRIPTION:
austropox® SR11 is a fast-curing, flexible, universally applicable mortar system based on PMMA with special additives and a graded particle size 
distribution, with a maximum grain size of 4 mm. The product cannot be applied to a smooth, zero-texture finish or to the desired grain size.
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TECHNICAL DATA (ÖNORM EN13892-2):

Bulk density of the solid mortar (20°C): approx. 2.20 kg/dm3

Compressive strength (20°C): > 30.00 N/mm2

Flexural tensile strength (20°C): > 20.00 N/mm2

Static modulus of elasticity (20°C): < 4,000 N/mm2

Maximum grain size: - 4 mm

Minimum installation thickness:¹ > 15 mm

Maximum installation thickness:¹ - 60 – 250 mm

Processing temperature: > - 5 °C

Processing time (10/20/30°C)²: approx. 10 / 10 / 5 minutes

Curing time (20°C)²: approx. 20 – 40 minutes

Shelf life: at least 12 months

Container size (A + B + C) net 21.50 kg

¹ depending on the application and the intended use.
² Please note that the values given depend on several factors (e.g., dosage of the hardener powder, humidity, 
   wind, etc.) and are to be regarded as guideline values.
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Mixing process – whole container:
Shake the canister (binding agent) well before opening. The canister is to be fully mixed with the corresponding bag (filler) in a suitable mixing 
container and blended for at least 3 minutes using an electric mixer until homogeneous. No lumps or clumps should remain, and the material at 
the bottom and edges of the mixing container must also be incorporated. Now, add one bag of the white hardener powder (= approx. 100 grams) to 
the pre-mixed material and mix for at least 1 more minute. It is recommended to stir the material once during the mixing process! Now the material 
is ready for immediate processing. Do not add water! Mixing times must be strictly adhered to! 

Mixing process – partial quantity:
Shake the canister (binding agent) well before opening. The canister is to be fully mixed with the corresponding bag (filler) in a suitable mixing 
container and blended for at least 3 minutes using an electric mixer until homogeneous. No lumps or clumps should remain, and the material at 
the bottom and edges of the mixing container must also be incorporated. Now, the required partial quantity of the pre-mixed material is placed in 
a separate container and the white hardener powder is added proportionately (1 whole container = 1 whole bag) and mixed for at least 1 minute. 
It is recommended to stir the material once during the mixing process! Now the material is ready for immediate processing. Do not add water! 
Mixing times must be strictly adhered to! 

Application:
Apply the ready-mixed material immediately to the prepared surface using a notched trowel or smoothing trowel, distribute evenly, manually 
compact carefully, and smooth off well with a smoothing trowel. Care must be taken to ensure a continuous surface structure is created, and the 
masking tape should be removed immediately after the mortar is applied! It is important to work quickly! 

Dosage of the hardener powder:
As a rule, 1 bag of the hardener powder per container is sufficient. At temperatures below 10°C, the addition of the hardener powder can be 
increased to 1.5 bags (= approx. 150 grams). At temperatures below 0°C, the addition of the hardener powder should be increased to 2 bags (= 
approx. 200 grams). At temperatures above 25°C, the addition of the hardener powder can be reduced to 0.75 bags (= approx. 75 grams).

Tool cleaning and rain protection:
Tool cleaning is carried out with the austropox® cleaner until the curing time, after which only mechanical cleaning is possible. The surface must 
be protected from rain until hardening. 

Occupational health and safety:
When working with reactive resins, the applicable safety data sheets must be observed. Wear suitable PPE (protective gloves, work clothing and 
protective goggles) during application. During processing, a minimum of seven air exchanges must be ensured. The product is highly flammable 
and should be kept away from sources of ignition.

General note:
This information and all other technical details are based on intensive research and many years of experience. Nevertheless, there are no liabilities 
or other legal obligations on our part. Including any third-party intellectual property rights, particularly patent rights. We reserve the right to make 
technical changes in the course of new developments. The customer is not released from the obligation to check our data and recommendations 
for applicability to their own installation. This is the sole responsibility of the customer. Errors and omissions excepted. Last updated: January 
2024.

Shelf life:
The shelf life is at least 12 months when stored in a cool and dry place in the original packaging. The storage temperature is +10°C to +25°C and 
should be adhered to if possible. Direct sunlight and warm storage areas should be avoided.

APPLICATION INSTRUCTIONS:
The surface must be stable, clean, dry and free of dust, oil and other substances. In winter, the substrate can easily be dried using a flame torch. 
Areas that should not come into contact with austropox® SR11 should be masked off with masking tape. The relative humidity must be ≤ 90%. 
The temperature must be at least 3°C above the dew point during application and curing. No primer is necessary on bituminous substrates. On 
hydraulic substrates, it is recommended to prime the surface with austropox® SRX-PRIMER. 
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